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LC BLACK BOX SERIES

Lucas LC Black Box, heavy 
duty deep cycle batteries 
designed for the Motive 
Power market sector.

Part
Number

Capacity in Ah Terminal
Type

Dimensions (mm)
L x W x H

Weight
(Kg)@C5 @C10 @C20

LC SERIES

6V

6 LC GC2 166Ah 185Ah 210Ah DT 259 x 181 x 279 27.0

6 LC GC2-HC 182Ah 202Ah 230Ah DT 259 x 181 x 269 29.0

6 LC GC-DIN 194Ah 216Ah 245Ah AP 244 x 191 x 275 32.0

6 LC 145 194Ah 216Ah 245Ah DT 259 x 181 x 290 32.0

6 LC 250-SC 217Ah 242Ah 275Ah DT 298 x 181 x 286 40.0

6 LC 305-HC 237Ah 264Ah 300Ah DT 311 x 181 x 362 41.0

6 LC 305-SC 265Ah 295Ah 335Ah DT 311 x 181 x 362 44.0

6 LC L16 292Ah 329Ah 365Ah DT 318 x 181 x 425 51.0

6 LC L16-HC 332Ah 374Ah 415Ah DT 318 x 181 x 425 55.5

8V
8 LC GC 119Ah 132Ah 150Ah UTL 259 x 181 x 279 27.0

8 LC GC-HC 140Ah 156Ah 177Ah UTL 259 x 181 x 279 29.5

12V

12 LC 24 66Ah 69Ah 80Ah DT 279 x 171 x 238 21.5

12 LC 27 82Ah 85Ah 100Ah DT 321 x 171 x 238 24.5

12 LC 31 94Ah 107Ah 125Ah DT 330 x 171 x 241 29.5

12 LC GC-HC 119Ah 132Ah 150Ah UTL 333 x 182 x 274 37.5

12 LC 185-HC 162Ah 180Ah 205Ah DT 391 x 178 x 365 52.0

Product measurements & weights are calculated based on sample data. Individual specifications are subject to vary due to the manufacturing process, 
battery components & electrolyte levels.

Lucas 6V, 8V and 12V LC 
Series provide powerful and 
dependable performance for 
floor cleaning equipment, 
golf carts, access platform 
lifts, electric vehicles, traffic 
management systems, 
marine & material handling 
equipment. 
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LC FEATURES

* Cycle life may vary by application and is affected by frequency of cycling, operating temperature, depth of discharge
(%DOD), adherence to manufacturer-recommended charging parameters and proper maintenance.

•	 Enveloped Positive Plates

•	 Increased Liquid Reserve

•	 Greater Rigidity

•	 Greater Durability

•	 Less Maintenance

•	 12 month warranty†

•	 Lifting strap options

•	 Auto fill system

•	 Speed caps

•	 Made in Canada

LC

TERMINAL CONFIGURATIONS

PT (Post Terminal) DT (Dual Terminal) LT (Lug Terminal) M6/M8 (Stud) M8 TP08 (Brass Post) F8/F10

MADE IN CANADA

† For full warranty terms & conditions, visit www.barden-uk.com/terms


